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District: Sörnäinen 
Property ID:  91-10-622-7 
Address: Englantilaisaukio 10, 00580 Helsinki 
 
 
About the company 
 Asunto Oy Helsingin REDI Loisto (the company) is the sec-

ond of eight towers in the REDI area. Seven residential 
towers and one hybrid tower (office/apartment hotel) are 
planned for the area. 

 The towers border a public park area built over the Itäväylä 
highway. The REDI shopping centre is at the base of the 
towers. 

 
 
 The company will be given an optional rental plot with an 

area of 974 m2. The tower consists of one 32-story tower 
building with a total of 249 apartments. The company has 
no parking spaces assigned to it in the city plans. There is a 
car park company in REDI from which shareholders can 
rent parking rights. There are no designated parking 
spaces. The parking spaces are located in an underground 
parking facility. 

 

The main entrance is from the Englantilaisaukio square to 
the 1st floor lobby. On the courtyard deck level, on the 5th 
floor, the company has a common courtyard area shared 
with Asunto Oy REDI Majakka. According to the city plans, 
the courtyard area is for the general use of all the inhabit-
ants of the other towers and blocks in the centre. On the 5th 
floor there is a club room, two sauna facilities, a laundry 
room with drying cabinets, storage facilities for outdoor 
equipment, a bicycle maintenance space, a store for push-
chairs, a waste room and technical spaces: for telecommu-
nications, reserve power, and the main electrical board. 
On the 6th floor there is a fitness facility, two sauna facili-
ties, laundry drying rooms and a store for pushchairs. The 
30th floor is a completely shared floor with a shared terrace, 
club rooms and two sauna facilities. 
Some of the outdoor equipment storage facilities and per-
sonal storage facilities are located on floors -2 and -3.  
 

ext-tiina.silvani
Tekstiruutu
Unofficial translation



 Advance marketing/04.04.2018 Page 2 (12) 
 
Asunto Oy Helsingin REDI Loisto PRELIMINARY SPECIFICATIONS OF 

CONSTRUCTION AND HVAC WORK 
 

This is an unofficial English translation. In case of any difference in meaning between the original Finnish text and 

English translation, the Finnish text shall apply. 

 
  

    

The company is connected to the area’s vacuum waste dis-
posal system. 

 
The residential building will be constructed according to the 
building permit application submitted on 29.10.2013 and the 
official regulations in force. The building permit is two-
phase. The building permit for the second phase was is-
sued on 01.11.2017. 
 
Further information about the environment and planning 
can be obtained from the City of Helsinki’s Urban Environ-
ment division (tel. 09 - 310 1691). 

 
Construction 

 
Foundations  The buildings will be built according to the structural draw-

ings. The REDI shopping centre serves as the base of the 
tower building. 

 
Ground floor The base is built on the ground. 
 
Intermediate floors  The intermediate floors and stairwell levels are made from 

cast concrete, which is cast in place, or concrete elements. 
 
Top floor The top floor is a concrete slab, which is cast in place. The 

thermal insulation is made of rock wool. 
 
Roof  The roof is angled inwards and waterproofed with bitumen 

roofing felt. 
 
Outer walls The façades of the residential tower are made from small 

lightweight elements. An aluminium profile system, which is 
intended for use in high rise buildings will be used for the 
structure of the elements. The façades consist of solid wall 
elements fitted with fixed or opening windows. The con-
servatory wall elements are equipped with outer glass 
doors which open inwards. The façade elements are glass-
covered. The glass panels and glass windows glass are 
made from low iron glass. The elements’ profile edges are 
coated in polyester powder paint. 

 From the façades to the floor sections between the inter-
mediate floors, there must be a partition that is non-com-
bustible and impermeable to heat at least one meter high. 
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There must be a solid partition made from a non-combus-
tible material that is impermeable to heat at least 500 mm 
wide between the apartment walls and the building com-
partment walls. On the solid parts of the facade, the domi-
nant feature is a white, translucent horizontal decoration, 
which is printed on the outer 2k solid glass surface using 
silk screen printing technology. 

 In addition, the side walls on the roof terraces on the top 
three floors are made from metal, and the outer cladding is 
aluminium. 

 
Apartment partition walls 

The interior dividing walls are built from concrete, which is 
cast in place, and/or reinforced concrete elements and 
lightweight plasterboard-surfaced double stud walls. 

 
Light partition walls In the living spaces, the lightweight partitions are steel 

frame walls with a plasterboard surface. The wet space 
walls are made from either mineral-based partition boards 
or damp space construction panels. 

 
Conservatory The conservatory is built flush with the exterior wall and 

the windows, and it has an opening outer glass door. In the 
room space there are movable or fixed glass walls. The 
conservatory is a warm space. The floor of the conserva-
tory is tiled with ceramic tiles. 

 
Stairs and stairwells 
 The tower building has two stairwells. One of these is for 

use as the emergency exit. 
 The main staircase is made from concrete elements with 

steps made from terrazzo or granite. The emergency exit 
stairwell is a lightweight steel spiral staircase. 
 

Lifts 
Between floors -3 to 30 there are three lifts with automatic 
doors.  
Between floors 30 to 32 there is one lift with an automatic 
door. 
 
In exceptional circumstances the lifts can be used for evac-
uation. 
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Apartment Surface Structures 
 
Overview The interior designer has produced three styles: Scandina-

via, Continental and Black & White. The residential tower is 
divided into two parts: 

 Horizon (6th to 29th floor) and Sky (31st to 32nd floor). More 
detailed information about the apartment surface structures 
is presented in the "Interiors" brochure. 

 
Floor surfaces Parquet: living room, bedroom, alcove, kitchen, kitchen 

space, hallway and walk-in closet. 
 The parquet is not installed under solid fixtures. 

 
Ceramic tiles: conservatory, sauna, washroom, utility room 
and separate toilet. 

 
Wall surfaces Painted: living room, bedroom, alcove, kitchen, hallway and 

walk-in closet. 
 The paint does not extend behind the fixed furnishings. If 

there are no panels at the back of closets with a sliding 
door then the wall behind the closet will be painted. 

 
 Tiled: The bathroom and separate toilet are tiled from floor 

to ceiling. 
 
 Stone composite panels: The wall between the kitchen 

work surfaces and the upper cabinets. 
 
 The apartment saunas have panelled walls. 

 
Ceiling surfaces 
 Smooth, painted surfaces: living room, kitchen, kitchenette, 

kitchen space, conservatory, walk-in closet, hall, bedroom, 
alcove, separate toilet and bathroom ceiling. 

 
 Panelling: sauna roof 
 
 Ceilings and structures which are made from smooth, 

painted plasterboard are marked in the drawings. 
 
Doors 

The front door of each apartment on each level is a 
wooden fire-door, which has a wooden veneer. The doors 
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are equipped with automatic safety locks, which do not in-
terfere with the normal use of the door and are only acti-
vated when smoke is detected in the apartment or in the 
stairwell. 
The dividing doors in the residential apartments have flat, 
factory-painted hardwood doors with lipping or sliding 
doors. The door frames and trims are wood. 
 
The conservatory has a movable glass door. 
 
The sauna has a clear, frameless safety-glass door. 
 
The conservatory has an aluminium framed glass outer 
door. The door opens from the floor level and it is inte-
grated into the building’s façade and profile system. On the 
outer side of the doors there is a safety-glass barrier sup-
ported by a frame attached to the sides. The aluminium 
parts are coated with polyester powder paint. 
 
 

Windows 
The apartment windows are glazed with 3k insulating glass 
elements which are intended for use with the high rise 
building aluminium frames. The aluminium profiles have 
been specifically designed for the project. Aluminium parts 
are coated with polyester powder paint. 
 
Glazing: The insulated windows are triple glazed and some 
of them include sun protection. The space between each 
layer of glass is filled with argon gas. The spacer strips be-
tween the glass are black and made from a composite ma-
terial. The window gaskets are shaped to match the profile 
system. 
 
The outer glass is laminated glass (wind pressure & sound 
insulation). The outer surface has an anti-condensation 
coating on the glass, with sun protection on the south, east 
and west sides. The middle layer of glass is energy saving 
glass. The interior glass is laminated (for personal safety & 
sound insulation). Some of the glass used is also hardened 
or tempered. The thickness and type of lamination in the 
glass used has been selected by the structural engineer 
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taking wind pressure calculations, sound insulation and per-
sonal safety requirements into account. 
In the ventilation windows, the insulating glass elements 
are glazed into the aluminium profile system. The windows 
are integrated into the building’s façade and profile system. 
Aluminium parts are coated with polyester powder paint. 
The overall U-value of the window structures is ≤ n 1.0 
W/m2K. The window fittings use mountings which are made 
according profile system. The ventilation windows are 
equipped with safety stays. 
 
Window misting is possible under certain weather condi-
tions. 
 

 
Fittings, fixtures and equipment 
 
Overview 
 The interior designer has produced three styles: Scandina-

via, Continental and Black & White. The residential tower is 
divided into two parts: Horizon (6th to 29th floor) and Sky 
(31st to 32nd floor). More detailed information about fittings, 
fixtures and appliances is presented in the "Interiors" bro-
chure. 
 
The fittings and closets are factory-made and fixed in posi-
tion. 
 
The hall and bedroom cupboard doors are matt white alu-
minium-framed sliding glass doors. The cupboard structure 
is made from white furniture board. 
 
The living rooms are equipped with two curtain rails. During 
the construction phase, the resident can choose whether to 
install curtain rails or not. 

 
Kitchen The doors/fronts of the upper and lower kitchen cabinets 

are standard factory models. 
 
 The work surfaces are made from stone composite. There 

is a recessed sink in the work surface, which is made from 
stainless steel. 
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 The kitchen has a 60 or 80 cm wide induction hob, and a 
separate oven and microwave, or a combination micro-
wave, is installed. 

 
 The fridge and freezer are integrated into the kitchen. 
 
 The dishwasher is either 45 or 60 cm wide and is fully inte-

grated. 
 
 
 
Bathroom  The bathroom includes a sink, a sink cabinet, a mirror and 

a towel cabinet. The cabinets are made from moisture-
proof furniture board. The sink cabinet doors are made with 
PVC-coated furniture board. The shower cabinet has a 
shower wall installed according to the floor plans. 

  
Separate WC The toilet has a sink cabinet with a mirror above it. The 

cabinets are made from moisture-proof furniture board and 
the doors are made from PVC-coated furniture board. 

 
Walk-in-closet In the walk-in-closet there is a clothes storage system. 
 
Utility room The upper and lower cabinets are standard factory models. 

The laminated work surface has ABS edging. 
 
Apartment sauna The sauna benches and steps are made from aspen wood. 

The support structures are made from planed softwood. 
 
HVAC engineering 
 
Plumbing 
  

The water pipes are connected to the HSY water services 
water supply network. Hot water is generated using a heat 
exchanger connected to the district heating network. 
The water pipes are copper pipes with capillary joints. The 
pipes from the manifold to the fittings are fitted with a pro-
tective outer plastic pipe. The connecting pipes to the fittings 
in the wet spaces and separate toilet are installed in protec-
tive pipes. 

 



 Advance marketing/04.04.2018 Page 8 (12) 
 
Asunto Oy Helsingin REDI Loisto PRELIMINARY SPECIFICATIONS OF 

CONSTRUCTION AND HVAC WORK 
 

This is an unofficial English translation. In case of any difference in meaning between the original Finnish text and 

English translation, the Finnish text shall apply. 

 
  

    

Plumbing fittings Taps are one-piece and chrome-plated. There is a thermo-
static tap in the shower. In the apartments, the wash ba-
sins and toilet bowls are made from sanitary porcelain. 

 Each apartment has its own cold and hot water meter 
which can be read remotely. 

Drains 
 The wastewater and rainwater drains are connected to the 

HSY water services supply network. The building’s water 
supply pipes use a sound absorbing system with electrically 
welded sleeves, and the horizontal pipes in the cast con-
crete are plastic.  

 The pipes on the 4th floor are made from acid-resistant 
steel with welded joints in the commercial spaces, and in 
the air-conditioning machine rooms they are made from 
cast iron. The rainwater drains are made with a sound ab-
sorbing drainage system which uses electrically welded 
sleeves. Vertical pipes are usually placed in lightweight cav-
ities. 

   
Ventilation  

The building’s air-conditioning incorporates heat recovery, 
heating, and cooling systems. The ventilation in each apart-
ment is controlled by its own regulator. The hob in the 
kitchen is equipped with an activated charcoal filter hood. 
The stairwell intake/exhaust and heat recovery systems 
each serve about eight floors and the equipment is located 
in the air-conditioning machine rooms. 
The stairwells are equipped with air-conditioning equipped 
with heat recovery systems. 
The building’s common spaces are equipped with their own 
air-conditioning. 

 
Heating  

The building is connected to Helsingin Energia’s district 
heating network. Heating for the apartment and conserva-
tory is provided using water underfloor heating and radia-
tors, and in the common spaces with radiators. The bath-
rooms, separate toilets and saunas use water underfloor 
heating connected to a separate network. 

 
Apartment cooling  
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The building is connected to Helsingin Energia’s district 
cooling network. Apartment cooling is integrated with the 
air-conditioning and floor heating systems.  

 
Technical space cooling  

Some of the technical spaces are equipped with fan con-
vectors. 

 
Sprinklers  

The building is equipped with a sprinkler system. 
 
Electrical engineering 
 
Connection information 

The property’s low voltage interfaces are connected to Helen 
Sähköverkko Oy’s low voltage network, as well as being con-
nected to a telecom network chosen by the company. 

 
Electrical distribution   

The property's main switch board and internal distribution 
board, and main telecoms space are located on the fifth 
floor of the building. 
 
The main route for the electrical distribution from the above 
mentioned properties to the properties and apartments is 
placed in two separate electrical shafts in the lift shafts/stair-
wells and the air-conditioning machine rooms. Electrical sup-
plies for other apartments do not pass through the apart-
ments. 
Distribution rails, electricity meters, telecommunications 
equipment, etc. are also located in the electrical shaft. 
 
The apartment technical cabinets (including a distribution 
board, apartment distribution, and the floor heating mani-
fold) are usually installed in the halls. 

 
Property internal network (general cabling and antenna network) 
 

The general cabling system is carried out in accordance with 
standard SFS-EN 50173-1 1 and EIA/TIA CAT6A, Class EA 
U/FTP and Finnish Communications Regulatory Authority 
(FICORA) regulations 65A/2014M. 
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The common antenna system is made in accordance with 
SFS standards and Finnish Communications Regulatory Au-
thority (FICORA) regulations 65A/2014M. The system is con-
nected to a cable TV network. 
 

Apartment control system  
The control CPU for the intelligent home solutions is installed 
in the distribution board in residential apartments. Smart 
home solutions are not included with the apartment’s basic 
fittings. There are additional relays for apartments that have 
sauna stoves installed, which allow the power to be limited, 
if desired. 
 

Mobile network 
Services provided by mobile operators, DNA, Elisa and 
Sonera, operate indoors in the building. Mobile networks op-
erate in the apartments, staircases, and the building’s public 
spaces. For this reason, the building has its own mobile net-
work antenna system, which provides the network function-
ality of indoors. 

 
 
Door intercom system 

The property has a video intercom system for communica-
tion between the outer doors and the apartments. 
 

Signs and safety lighting systems 
The property’s stairwells have signs and safety lighting sys-
tems designed and acquired partly in conjunction with the 
shopping centre premises due to escape route requirements. 
 

Fire alarm system 
The stairwells and common spaces have a fire alarm system 
designed and acquired for the property. 

 
 
 
Fire detection system 

The residential apartments have mains powered and battery 
powered fire detectors, which are designed and acquired for 
them. 

 
Smoke removal system 
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The smoke extraction equipment and the electrification re-
quired in the stairwells and other general spaces is designed 
and acquired based on the specifications of the fire engi-
neering plans. 

 
Emergency alarm system 

The emergency alarms in the halls and stairwells are de-
signed and acquired according to the specifications in the 
fire engineering plans. 

 
Access control systems 

The property's exterior doors and the boundary doors on the 
shopping centre's premises are equipped with access control 
systems. In practice, this means that the doors are con-
nected to the shopping centre access control system. 

 
Lightning protection 

REDI is built with a lightning protection system for every 
other tower. Loisto does not have active devices. 

 
Electrical equipment for residential apartments 

The number of electrical points and their approximate loca-
tions are shown in the electrical drawings for a model apart-
ment. 

 
Common spaces 

 
The main entrance is from the Englantilaisaukio Square to 
the 1st floor lobby. On the courtyard deck level, on the 5th 
floor, the company has a common courtyard area shared 
with Asunto Oy REDI Majakka. According to the city plans, 
the courtyard area is for the general use of all the inhabit-
ants of the other towers and blocks in the centre. On the 5th 
floor there is a club room, two sauna facilities, a laundry 
room with drying cabinets, storage facilities for outdoor 
equipment, a bicycle maintenance space, a store for push-
chairs, a waste room and technical spaces: for telecommu-
nications, reserve power, and the main electrical board. 
On the 6th floor there is a fitness room, two sauna facilities, 
laundry drying rooms and a store for pushchairs. The 30th 
floor is a completely shared floor with a shared terrace, club 
rooms and two sauna facilities. 
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Some of the outdoor equipment storage facilities and per-
sonal storage facilities are located on floors -2 and -3. By 
car, the personal storage facilities can be accessed via the 
shopping centre's parking space. 

 
Company courtyard areas 

 
The company's courtyard area is built according to a layout 
plan and a separate yard plan. In the courtyard there are 
air vents for the shopping mall. 

 
Outdoor fixtures and equipment 
 

The outdoor fixtures are made according to a separate yard 
plan. Planting work in the courtyard is carried out according 
to separate planting plans. 
 

Residential tower  
Swaying of the building happens according to the permitted 
structural values and is not dangerous. In stormy winds, 
swaying of the tower may be felt on the upper floors. 

 
 

The builder reserves the right to make changes. The 
buyer must agree in writing to the material choices 
which are included in the price, if they want to change 
any material choices they must agree them in writing 
with the designated change manager who represents 
the builder.  

 
 

SRV Rakennus Oy 




